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Recessed Non-Rated Access Panels

Larsen's recessed access panels utiize a3 .625" depth pan-type door This allows in-fill of matenal to match the wall or celing
surface for a concealed finish. The frame 15 manufactured with drywall bead (L-DWR) or plaster self-fuming lath (L-APC) or
without bead/lath for acoustical tile {L-CPA) applications.

Adhesive Maslic

25" Mounting Hole —
A

o

Sel

L-CPA

L-cPa, L-DwR)— In-Fill Material /' prastic Gro

1-Furrl‘ng Lath (L-APC

L (L-CPA, L-DWR
(by others) ~ sigel Seeve 'n;nt'fn C) ]

L-DWR L-APC

]

oE MM
oE M

L A

Width x Height

mm
203 = 203
305 = 305
406 = 406
457 = 457
o599 x a2
510 610
510 x 514

L-APC Part Description
Door 16 ga. cold rolled steal
Frame 16 ga. (Mo flange required - Mot recommended for grid-type ceilings)
Frame 16 ga. with 22 ga. galvanized drywall corner bead
Frame 16 ga. with 22 ga. galvanized plaster casing bead
Hinge Concealed pivoling rod hinge
Latch Screwdriver cam latch
Finish FPhosphate dipped and prime coated
Fan Depth H25"
Latches
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